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SWPP_NOTES: : ceemic —/ DUCTLE QN PIPE LINING NOTE RESTRAINED JOINTS REQUIRED:
TOPSOIL SHALL BE REMOVED AND STOCKPILED PRIOR TO BLASTING. RESTORATION SHALL BE P CERAMIC EPOXY LINING|NOT REQUIRED STA. 37+84 TO STA. 38+05
ACCORDING TO MSD STD. SPECIFICATION NO. 11.3.4.1 IN THE DISTRIBUTED AREAS OF THE ENTIRE = FROM STA. 37+00 TO STA. 42+96 AND STA. 38+91 TO STA, 39+10
PROJECT OR AS STIPULATED IN THE SPECIAL PROVISIONS FOR THE RESPECTIVE PARCEL. = FROM STA. 45+69 TO STA. 50+50. STA. 40+98 TO STA. 41+11
ELECTRIC Sd< STA. 41481 TO STA| 42+32
SOIL STOCKPILES SHALL BE LOCATED AWAY FROM STREAMS, PONDS, SWALES, AND CATCH o N CERAMIC EPOXY LINING|IS REQUIRED STA. 42469 TO STA. 43+29
BASINS. STOCK PILES $HALL BE SEEDED, MULCHED, AND ADEQUATELY CONTAINED THROUGH THE AN FROM STA. 42+96 TO STA. 45+69. STA. 43+61 TO STA, 44+51
USE OF SILT FENCE, BOTH DURING AND AFTER GRADING OPERATIONS. STA. 46+05 TO STA. 46+30 m—
EXISTING \ STA. 47+53 TO STA. 47+61 WGS:
FOR DEWATERING OF TRENCH EXCAVATIONS BORE PITS, THE CONTRACTOR SHALL ENSURE GRAVEL ‘ STA. 48+42 TO STA. 48+69 CHECKED BY: 8/01/13
590 |_THAT PUMPED WATER |IS DIRECTED TO AN APPROPRIATE EROSION CONTROL DEVICE PRIOR TO DRIVE — 500 560 DESIGNED BY: 8/01/13
BEING RELEASED. SUCH CONTROLS SHALL [BE IN  ACCORDANCE 'WITH MSD ~STANDARD DRAWN BY: 8,/01/13
SPECIFICATIONS AND THE SAME AS OR EQUIVALENT TO EXHIBITS 12—-13 OR 12—14 IN THE FILE NAME: P2ForcoManP&P dw
MSD DESIGN MANUAL GR AS APPROVED BY MSD, DIRECT DISCHARGE TO A STREAM OR DRAINAGE
WAY IS PROHIBITED. L"NE \ PLOT DATE: 8/01/2013
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NOTES: _ RESTORATION EXISTING -
THE PROPOSED FORCE MAIN RUNS ALONG EXISTING OVERHEAD AND EC—02~01 o
UNDERGROUND UTILITIEE. EXISTING UTILITY POLES AND GUY WIRES ARE b OUND .
ALSO PRESENT ALONG |THE ALIGNMENT. CAUTION MUST BE USED WHEN N — — Ea
EXCAVATING FOR THE PROPOSED FORCE MAIN. — 22
560 —THE INSTALLER OF THE RESTRAINED JOIN —CERTIFIED BY THE —536 530 §§g
MANUFACTURER. 3 BOU TOE \ 24" SEWER “ %l
SEE STREAMBANK RESTORATION Ll
. DETAIL ON SHEET C—18 ———— g 53
DEFLECTION NOTE: CONSTRUCTION OF THE EOJECT WILL OCCUR WITHIN THE FLOODPLAIN OF . S$s3
GRADUAL CHANGES OF| DIRECTIONS AND GRADES CAN BE ACHIEVED IN THE SOUTH FORK OF GRASS CREEK. FLOODING, SHOULD IT OCCUR, STA. 47457 24" FORCE MAIN bg%
THE FORCE MAIN WITH JOINT DEFLECTIONS, DETAIL C—18. THE HAS THE POTENTIAL TO|LIMIT SITE ACCESS, INUNDATE WORK AREAS AND LE. 521.57 % (-0.08% SLOPE) g3,
CONTRACTOR SHALL USE EXTREME CARE IN| NOT EXCEEDING THE EQUIPMENT, WASH AWAY STORED MATERIALS AND TEMPORARY STREAM | 83,
MAXIMUM JOINT DEFLECTION. IT IS THE INTENT WHERE MINOR BENDS CROSSINGS, IMPACT STOCKPILE AREAS, AND OTHERWISE AFFECT WORKING 39 ~ 6 CONCRETE ENCASEMENT 248
ARE SHOWN FOR THE |CONTRACTOR TO PROVIDE A SMOOTH CURVE IN CONDITIONS. MSD IS NOT RESPONSIBLE FOR ANY DAMAGE OR LOSS AS A 5" BEYOND T.0.B. BOTH SIDES EE7
THE FORCE MAIN ALIGNMENT. RESULT OF FLOODING REGARDLESS OF SEVERITY. P T gy
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